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Choose your Driver performance :

/90-/95 nm laser diode

LASER DRIVER VERSION :

-
-coupled laser -
C h 00SE yD ur own fl b er p 790-795 nm CW Driver Pulse & CW Driver US:;:ZSE:“Z‘:SE Multimode diode Driver
= . . Laser (for singlemode diodes (from 1 ns to CW : («Sha er'?» open driver (High power driver for 10
d I 0 d e + t u r\ n - ke D r‘ Ive r\ S D | u tl O n Diode : «CCS-CW» is the open «CCS-std is the open ﬂgh_a erp-|» . to 150 W diodes : CCM is
version driver and CCSI-CW is driver and CCSl-std is the ratmn) from the open version, CCMI is
the integrated version) integrated version) g the integrated version)
0.5 nsto8pus
1- Single mode 250 m\W / No 250 mW / 400 m\W No / 400 mW Not compatible
Output Power - CW / Pulse 83 w; g[;NW
S (Typical values) 2- Multimode : 50W / 50 W
8 W,/30W/ Not compatible
q 50 W /90 W S0 W/ 90w
Choose your laser diode : (no driver available for 130
W or 180 W models])
i . L User design Pulse shape No No (On-Off only) Yes No
Diode Power Power Fiber Emisison Band-
Technology Wavelength (nm) . Package (mm)
model (CW) (Pulse) (or eq.) width (typ)
Laser diode T° 15-50°C 15-40°C
. 790 £5nm . & . .
1 550 mW 400 mW Butt:er‘fl;(ljsmgle (792 nm + 1 nm with FBG F)l—'|\|/|77E!8C]D 1 ;\gé[%gﬁg’\lwmh 14 pin But:‘lt:erﬂy—
lnelels option) ] type Pulse duration (Ext. trigger) 0.5 ns-CW 10ps -CW
. 05ns-8us
Multimode x ] 7% :
2 8w 4 W single emitter 31*17*6.1 Pulse duration (Internal 05 ns - 500 ns No
pulse generator)
3 30w 12 W Clhiy 25*43*11
. Typ rise/fall time ;
4 50w S0w Multimode 48*80*16 Min optical pulse duration 3 (ns/A); 1.5 ns <1ns/A;1.5ns few psec
793 £ 3 nm 105 pm Any
Multimode multi - NA=0.22 (Butterfly package diodes)
5 90 W 90 W . ' 80*80*25 CW only
emitter
~ 1 Hz-4 MHz
6 130 W 130 W 5nm 190*73*22 i -
Internal rep rate adjustment (250 MHz optional) 1 Hz-20 MHz No
7 180 W 180 W 222*50*24.9
Temporal Jitter <25 ps <2ns
r\ ﬁ:‘é":\:)l offset (pulse No Yes (external mode)
Choose your product form factor : OPEN-FRAME or INTEGRATED
Interface/GUI/ libraries USB - Windows 7/10 - DLLs - Hexa/ Linux - Labview - Python

OPEN-FRAME VERSIONS :

SHAPER

|
CCS-CW

CCS-std/HP

———

AeroD|ODE

INTEGRATED VERSIONS :

CCSI-CW/
std/HP/HPP
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P.N. A91 Version 12/22

Technical Specifications

CC-S15A37 Line 1

CW & Pulsed SHAPER

238 146,2

OPTIONS (see all prices on the
website page]) :

CCM (for Multimode diodes)

Name 790LD:
0: Laser diode only
1: 250 mW Butterfly singlemode 5: 90 W multimode
Diode type 2: 8 W multimode 6: 130 W multimode
3: 30 W multimode 7 : 180 W multimode
4: 50 W multimode 790LD - [_]-[_.1-1.1- Options

O: No driver (laser diode alone)
1: CCS/CCSI-CW (CWV laser emission only - for singlemode laser

. Diode type
diodes) yp Driver type Form

D""’er:"iie_cm' 2: CCS-CCSkstd (Pulsed and CW Driver - for singlemode laser diodes) 1 Factor
' 3: SHAPER (User design temporal pulse shape - for singlemode laser 2 0 0
diodes) 3 1 1
4: CCM/CCMI (for multimode high power laser diodes) 4 2 2
3
0: No driver (laser diode alone]) > 4

Form Factor 1: Open frame driver version
2: Integrated driver version
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AVOID EYE OR SKIN EXPOSURE TO 016 B9 4
DIRECT OR SCATTERED RADIATION




